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{ SPECIFICATIONS:
SANDBLASTED 1. THE MC CABLE IS BROUGHT IN THROUGH THE CHASSIS KNOCKOUT.
AREA 2. INSERT GROUND WIRE IN GROUNDED CONNECTOR.
3. INSERT HOTAND NEUTRAL WIRE INTO LUMINARE DISCONNECT.
FRONT VIEW BACK ONLY — 4. NO ELECTRICAL BOX REQUIRED

5. ELECTRICAL POWER SHOULD BE CONTROLLED BY A LIGHT SWITCH.
FIXTURE MUST BE MOUNTED TO A MECHANICALLY

SOUND SURFACE SUCH AS WALL STUDS TO SUPPORT ITS

WEIGHT OR INJURY MAY HAPPEN.

MOUNTING HOLES ARE PROVIDED ON THE CHASSIS (SEE PG 2).
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POWER 120 VAC, 0.5 AMPS
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LED SPECIFICATION CHECKLIST

LED TEMPERATURE (KELVIN) 2700k [ ] 3000k [ ] 4100k [] | custom []
LINE VOLTAGE DIMMING REQUIRED [ | NOT REQUIRED [ ]
0-10 V DIMMING REQUIRED [ ] NOT REQUIRED [ ]

STANDARD SPECIFICATIONS

LED SPECIFICATIONS

AVG RATED LIFE (hrs): 80000

TOTAL LUMENS @ SOURCE: 4800

LUMENS: 600/FT

CRI: 89-91

LED CHIPSET: EPISTAR

POWER SPECIFICATION

24V DC

NOMINAL LENGTH (FT): 8'

NOMINAL WATTAGE: 5 WATTS/FT
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